
Quietly setting the new standard.

86/87R Series
Oil-Less Rocking Piston  

Compressor and Vacuum Pumps
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RTD882A

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz & 60Hz CURVES BASED ON 230V.

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K961.

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370156.814.90.092.0/1.0

50HZ

AMP

1.7/0.8

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

86R123-101-N170X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

100-120/200-240 (50Hz)
1725 1425 1/8

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

100-120/200-240 (6OHz)

60HZ

6X, 1/4-20

BRN & YEL LEADS (TO CAPACITOR)

#18 AWG. 29.0 

STRIPPED .374 .06.

.032 x .250 FEMALE TERMINALS,
1.0 LG.,

TAPPED HOLES

2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,

GROUND SCREW

(OPPOSITE SIDE)

  

191.90

7.56   

CAP. CLAMP

CAPACITOR TO BE SHIPPED UNATTACHED

1/4 NPT
(OUTLET)

1/4 NPT
(INLET)

179.84

7.08  

38.10

  

1.50     

2X, 

150.99

5.94

  

128.70

5.07   

2X, SCREWS

CAP. BOOT
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 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.
 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.

 4. KIT P/N: K961.

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.

 5. 

LESS THAN 65 db(A)

C

20% - 80%

NOTES:

+5 C - +40

CLEAN DUST FREE

0.091/814251725
100-120/200-240 (50Hz)

RELATIVE HUMIDITY _______________

14.9 6.8 17.5 370

PRODUCT DIMENSIONS:

1.8/1.0

50HZ

AMP

1.6/0.9

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

86R126-101-N170X

MODEL NO.

PRODUCT PERFORMANCE:

MOTOR

Ph: 269/926-6171

Post Office Box 97

ENVIRONMENT ___________________

60HZ

NET WT.
50HZ

PART NUMBER:

REVISION: 

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

100-120/200-240 (6OHz)

60HZ

  

1.50   

179.84

38.10

  7.08

  

2X, 

150.99

5.94

2X, MOTOR LEADS

.032 x .250 FEMALE TERMINALS,

TAPPED HOLES

#18 AWG. 29.0 

6X, 1/4-20

BRN & YEL LEADS (TO CAPACITOR)

.06.

1.0 LG.,

STRIPPED .374 

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,

GROUND SCREW

(OPPOSITE SIDE)

  

195.91

7.71   

RTD933

B

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz & 60Hz CURVES BASED ON 230V.

1/4 NPT
(OUTLET)

1/4 NPT
(INLET)

CAPACITOR TO BE SHIPPED UNATTACHED

CAP. CLAMP
CAP. BOOT

2X, SCREWS
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  2X, 1.75  

CAPACITOR TO BE SHIPPED UNATTACHED

2X 5.94

150.99

  

  

179.84

7.08   

  1.50

38.10

  

129.00

5.08   

6X, 1/4-20

BRN & YEL LEADS (TO CAPACITOR)

#18 AWG. 29.0 

STRIPPED .374 .06.

.032 x .250 FEMALE TERMINALS,
1.0 LG.,

TAPPED HOLES

2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,

GROUND SCREW

(OPPOSITE SIDE)

  

195.91

7.71   

1/4 NPT
(OUTLET)

1/4 NPT
(INLET)

RTD879A

B

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz CURVES BASED ON 230V.
60Hz CURVES BASED ON 115V.

 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.

20% - 80%

LESS THAN 65 db(A)

 4. KIT P/N: K961.

C+5 C - +40

CLEAN DUST FREE

3.1/1.5

PRODUCT DIMENSIONS:

370306.814.9

50HZ

AMPS

1.8/1.0

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

86R130-101-N270X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

REVISION: 

Post Office Box 97

VOLT

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

Ph: 269/926-6171

mfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

100-120/200-240 (50Hz)
1725 1425 1/4 0.19

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

100-120/200-240 (6OHz)

60HZ

CAP. CLAMP
CAP. BOOT

2X, SCREWS
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150.99
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7.08   

  1.50

38.10

  

129.00

5.08   

1/4 NPT
(OUTLET)

1/4 NPT
(INLET)

CAPACITOR TO BE SHIPPED UNATTACHED

CAP. CLAMP
CAP. BOOT

2X, SCREWS

6X, 1/4-20

BRN & YEL LEADS (TO CAPACITOR)

#18 AWG. 29.0 

STRIPPED .374 .06.

.032 x .250 FEMALE TERMINALS,
1.0 LG.,

TAPPED HOLES

2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,

GROUND SCREW

(OPPOSITE SIDE)

  

195.91

7.71   

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K961.

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370306.814.90.193.2/1.7

50HZ

AMPS

2.1/1.1

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

86R135-101-N270X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

100-120/200-240 (50Hz)
1725 1425 1/4

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

100-120/200-240 (6OHz)

60HZ

B

RTD878A

50Hz & 60Hz CURVES BASED ON 230V.

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz CURVE BASED ON 230V.
60Hz CURVE BASED ON 115V.
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4.80
  2X, 1.75  

CAP. CLAMP

CAPACITOR TO BE SHIPPED UNATTACHED

1/4 NPT
(OUTLET)

1/4 NPT
 (INLET)

  

179.84

7.08   

  

38.10

1.50   

2X 

150.63

5.93

  

129.01

5.08   

STRIPPED .374 

6X, 1/4-20

TAPPED HOLES

BRN & YEL LEADS (TO CAPACITOR)
.032 x .250 FEMALE TERMINALS,

2X, MOTOR LEADS
1.0 LG.,

.06.

#18 AWG. 29.0 

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,

GROUND SCREW

(OPPOSITE SIDE)

  

191.90

7.56   

 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.

20% - 80%

LESS THAN 65 db(A)

 4. KIT P/N: K961.

C+5 C - +40

CLEAN DUST FREE

3.2/1.8

PRODUCT DIMENSIONS:

370306.814.9

50HZ

AMP

2.8/1.5

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

86R142-101-N270X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

REVISION: 

Post Office Box 97

VOLT

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

Ph: 269/926-6171

mfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

100-120/200-240 (50Hz)
1725 1425 1/4 0.19

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

100-120/200-240 (6OHz)

60HZ

RTD877A

A

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz & 60Hz CURVES BASED ON 230V.

CAP. BOOT

2X, SCREWS
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 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.

20% - 80%

LESS THAN 65 db(A)

 4. KIT P/N: K961.

C+5 C - +40

CLEAN DUST FREE

3.3/1.7

PRODUCT DIMENSIONS:

370306.814.9

50HZ

AMP

2.6/1.4

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

86R145-101-N270X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

REVISION: 

Post Office Box 97

VOLT

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

Ph: 269/926-6171

mfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

100-120/200-240 (50Hz)
1725 1425 1/4 0.19

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

100-120/200-240 (6OHz)

60HZ

6X, 1/4-20

BRN & YEL LEADS (TO CAPACITOR)

#18 AWG. 29.0 

STRIPPED .374 .06.

.032 x .250 FEMALE TERMINALS,
1.0 LG.,

TAPPED HOLES

2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,

GROUND SCREW

(OPPOSITE SIDE)

  

195.91

7.71   

2X 5.94

150.99

  

  

179.84

7.08   

  1.50

38.10

  

129.00

5.08   

1/4 NPT
(OUTLET)

1/4 NPT
 (INLET)

CAPACITOR TO BE SHIPPED UNATTACHED

CAP. CLAMP
CAP. BOOT

2X, SCREWS
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CAPACITOR TO BE SHIPPED UNATTACHED

1/4 NPT
(INLET)

1/4 NPT
(OUTLET)

4X, 1/4-20

BRN & YEL LEADS (TO CAPACITOR)

.06.

#18 AWG. 29.0 1.0 LG.,

TAPPED HOLES

.032 x .250 FEMALE TERMINALS,

2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

GROUND SCREW

(OPPOSITE SIDE)

  

242.13

9.53   

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K963.

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.373.6/1.9

50HZ

AMPS

3.6/1.9

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

86R620-101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)

60HZ

B

RTD920

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50 & 60Hz PERFORMANCE CURVES BASED ON 230V.

5.08

128.98

  

  

  7.08

179.83

  

  1.50

38.10

  

2X 

170.31

6.71
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  1.50

38.10

  

2X 
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4X, 1/4-20

BRN & YEL LEADS (TO CAPACITOR)

.06.

#18 AWG. 29.0 1.0 LG.,

TAPPED HOLES

.032 x .250 FEMALE TERMINALS,

2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

GROUND SCREW

(OPPOSITE SIDE)

  

242.13

9.53   

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K963.

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.374.0/2.0

50HZ

AMPS

4.0/2.1

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

86R630-101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)

60HZ

A

RTD922

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50 & 60Hz PERFORMANCE CURVES BASED ON 230V.
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BRN & YEL LEADS (TO CAPACITOR)

.06.

#18 AWG. 29.0 1.0 LG.,

TAPPED HOLES

.032 x .250 FEMALE TERMINALS,

2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

GROUND SCREW

(OPPOSITE SIDE)

  

242.13

9.53   

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K963.

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.374.3/2.2

50HZ

AMPS

4.6/2.4

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

86R635-101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)

60HZ

B

RTD921

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50 & 60Hz PERFORMANCE CURVES BASED ON 230V.

2X, SCREWS

CAP. BOOT
CAP. CLAMP

CAPACITOR TO BE SHIPPED UNATTACHED

1/4 NPT
(INLET)

1/4 NPT
(OUTLET)

5.08

128.98

  

  

  7.08

179.83

  

  1.50

38.10

  

2X 

170.31

6.71
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RTD884A

A

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

60Hz PERFORMANCE CURVES BASED ON 115V.
50Hz PERFORMANCE CURVES BASED ON 230V.

20% - 80%

C  2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.

NOTES:

 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.
 4. KIT P/N: K963.

LESS THAN 65 db(A)
 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.

+5 C - +40

CLEAN DUST FREE

308.619.10.371/21425 370

PRODUCT DIMENSIONS:

5.1/2.7

50HZ

AMPS

4.7/2.3

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

86R637-101-N470X

MODEL NO. MOTOR
60HZ

NET WT.

ENVIRONMENT ___________________

50HZ

PRODUCT PERFORMANCE:

Ph: 269/926-6171

Post Office Box 97
PART NUMBER:

REVISION: 

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)

60HZ

4X, 1/4-20

TAPPED HOLES

.06.

BRN & YEL LEADS (TO CAPACITOR)

1.0 LG.,
2X, MOTOR LEADS

.032 x .250 FEMALE TERMINALS,
#18 AWG. 29.0 

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

GROUND SCREW

(OPPOSITE SIDE)

  

242.13

9.53   1.50   

38.10

  

179.83

7.08   

  

2X 

170.31

6.71

  

129.01

5.08   

1/4 NPT
(INLET)

1/4 NPT
(OUTLET)

CAPACITOR TO BE SHIPPED UNATTACHED

CAP. CLAMP
CAP. BOOT

2X, SCREWS
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CAP

LINE

LINE

CAP

LINE

3X 

88.90

3.50

2X 

203.20

8.00

179.83

7.08  

38.10

  

1.50     

2X 

170.31

6.71

  

129.01

5.08   

2X, SCREWS

CAP. BOOT
CAP. CLAMP

CAPACITOR TO BE SHIPPED UNATTACHED

1/4 NPT
(INLET)

1/4 NPT
(OUTLET)

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K963.

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.374.8/2.4

50HZ

AMPS

5.2/2.6

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

86R640-101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)

60HZ

A

RTD895A

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

60Hz PERFORMANCE CURVES BASED ON 115V.
50Hz PERFORMANCE CURVES BASED ON 230V.

4X, 1/4-20

BRN & YEL LEADS (TO CAPACITOR)

.06.

#18 AWG. 29.0 1.0 LG.,

TAPPED HOLES

.032 x .250 FEMALE TERMINALS,

2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

GROUND SCREW

(OPPOSITE SIDE)

  

242.13

9.53   



LINE

WIRING DIAGRAM

115V 230V

BRN
YELLOW
WHT
BLK
BLU
ORG
RED

BRN
YELLOW
WHT
BLU
BLK
RED
ORG-INSULATED

CAP

LINE

LINE

CAP

LINE
3X 

88.90

3.50

2X 

203.20

8.00

6.29

159.80

  

  

  7.08

179.83

  

  1.50

38.10

  

2X 

170.31

6.71

1/4 NPT

CSK PLUG

(OUTLET)

(INLET)

1/4 NPT

PRESS. REG.

       B300F FILTER,
SHIPPED UNATTACHED

A

RTD934

60Hz PERFORMANCE CURVES BASED ON 115V.
50Hz PERFORMANCE CURVES BASED ON 110V.

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K963.

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.375.0/2.5

50HZ

AMPS

5.3/2.8

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

86R640-P113-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115/230 (6OHz)

60HZ

LEADS

GROUND 

4X, 1/4-20

.06.

SCREW

TAPPED HOLES

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
LEADS: CLASS "B" INSULATION
STRIPPED .374 

BROWN & YELLOW

GROUND LEAD

  

242.13

9.53   



LINE

WIRING DIAGRAM

115V 230V

BRN
YELLOW
WHT
BLK
BLU
ORG
RED

BRN
YELLOW
WHT
BLU
BLK
RED
ORG - INSULATED

CAP

LINE

LINE

CAP

LINE

2X 

203.20

8.00

3X 

88.90

3.50

RTD885A

C

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

60Hz PERFORMANCE CURVES BASED ON 115V.
50Hz PERFORMANCE CURVES BASED ON 230V.

LESS THAN 65 db(A)

     OPERATION.

20% - 80%

 5. REDUCED BEARING LIFE FOR 60 PSI OR GREATER CONTINUOUS

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K963.

NOTES:
 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.

+5 C - +40

CLEAN DUST FREE

5.0/2.5

PRODUCT DIMENSIONS:

370308.619.1

50HZ

AMPS

5.6/2.8

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

86R642-101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

REVISION: 

Post Office Box 97

VOLT

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

Ph: 269/926-6171

mfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2 0.37

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)

60HZ

.06.

#18 AWG. 29.0 

BRN & YEL LEADS (TO CAPACITOR)

2X, MOTOR LEADS
1.0 LG.,

4X, 1/4-20

.032 x .250 FEMALE TERMINALS,

TAPPED HOLES

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

GROUND SCREW

(OPPOSITE SIDE)

  

242.13

9.53   

128.98

5.08   

  7.08  

179.83

  1.50  

38.10

  

2X 

170.31

6.71

1/4 NPT
(INLET)

1/4 NPT
(OUTLET)

CAPACITOR TO BE SHIPPED UNATTACHED

CAP. CLAMP
CAP. BOOT

2X, SCREWS



LINE

WIRING DIAGRAM

115V 230V

BRN
YELLOW
WHT
BLK
BLU
ORG
RED

BRN
YELLOW
WHT
BLU
BLK
RED
ORG-INSULATED

CAP

LINE

LINE

CAP

LINE

2X 

121.92

4.80
  2X, 1.75  

3X 

88.90

3.50

RTD894A

B

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz CURVES BASED ON 230V.
60Hz CURVES BASED ON 115V.

 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.

20% - 80%

LESS THAN 65 db(A)

 4. KIT P/N: K962.

C+5 C - +40

CLEAN DUST FREE

AMPS

PRODUCT DIMENSIONS:

370306.814.93.5/1.9

50HZ

2.6/1.4

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R135-101-N270X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

REVISION: 

Post Office Box 97

VOLT

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

Ph: 269/926-6171

mfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

100-120/200-240 (50Hz)
1725 1425 1/4 0.19

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

100-120/200-240 (6OHz)

60HZ

BRN & YEL LEADS (TO CAPACITOR)

.06.

2X, MOTOR LEADS
1.0 LG.,

6X, 1/4-20

.032 x .250 FEMALE TERMINALS,
#18 AWG. 29.0 

STRIPPED .374 

TAPPED HOLES

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,

GROUND SCREW

(OPPOSITE SIDE)

  

195.91

7.71     

2X 

150.99

5.94
  7.08  

179.84

  1.50

38.10

  

129.00

5.08   

1/4 NPT
(OUTLET)

1/4 NPT
(INLET)

CAPACITOR TO BE SHIPPED UNATTACHED

CAP. CLAMP
CAP. BOOT

2X, SCREWS



LINE

WIRING DIAGRAM

115V 230V

BRN
YELLOW
WHT
BLK
BLU
ORG
RED

BRN
YELLOW
WHT
BLU
BLK
RED
ORG-NOT USED

CAP

LINE

LINE

CAP

LINE

3X 

88.90

3.50

2X 

121.92

4.80
  2X, 1.75  

2X, SCREWS

CAP. BOOT
CAP. CLAMP

CAPACITOR TO BE SHIPPED UNATTACHED

1/4 NPT
(OUTLET)

1/4 NPT
(INLET)

  

179.84

7.08   

  

38.10

1.50   

2X 

150.99

5.94

  

129.01

5.08   

STRIPPED .374 

6X, 1/4-20

TAPPED HOLES

BRN & YEL LEADS (TO CAPACITOR)
.032 x .250 FEMALE TERMINALS,

2X, MOTOR LEADS
1.0 LG.,

.06.

#18 AWG. 29.0 

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,

GROUND SCREW

(OPPOSITE SIDE)

  

191.90

7.56   

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K962.

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370306.814.90.19

AMPS

3.6/1/.8

50HZ

2.8/1.4

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R142-101-N270X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

100-120/200-240 (50Hz)
1725 1425 1/4

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

100-120/200-240 (6OHz)

60HZ

A

RTD898

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz CURVES BASED ON 230V.
60Hz CURVES BASED ON 115V.



LINE

WIRING DIAGRAM

115V 230V

BRN
YELLOW
WHT
BLK
BLU
ORG
RED

BRN
YELLOW
WHT
BLU
BLK
RED
ORG-INSULATED

CAP

LINE

LINE

CAP

LINE

2X 

121.92

4.80
  2X, 1.75  

3X 

88.90

3.50

RTD876A

C

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz CURVES BASED ON 230V.
60Hz CURVES BASED ON 115V.

 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.

20% - 80%

LESS THAN 65 db(A)

 4. KIT P/N: K962.

C+5 C - +40

CLEAN DUST FREE

AMPS

PRODUCT DIMENSIONS:

370306.814.93.9/2.2

50HZ

3.2/1.7

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R147-101-N270X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ

PART NUMBER:

REVISION: 

Post Office Box 97

VOLT

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

Ph: 269/926-6171

mfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

100-120/200-240 (50Hz)
1725 1425 1/4 0.19

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

100-120/200-240 (6OHz)

60HZ

BRN & YEL LEADS (TO CAPACITOR)

.06.

2X, MOTOR LEADS
1.0 LG.,

6X, 1/4-20

.032 x .250 FEMALE TERMINALS,
#18 AWG. 29.0 

STRIPPED .374 

TAPPED HOLES

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,

GROUND SCREW

(OPPOSITE SIDE)

  

195.91

7.71     

2X 

150.99

5.94
  7.08  

179.84

  1.50

38.10

  

129.00

5.08   

1/4 NPT
(OUTLET)

1/4 NPT
 (INLET)

CAPACITOR TO BE SHIPPED UNATTACHED

CAP. CLAMP
CAP. BOOT

2X, SCREWS



LINE

WIRING DIAGRAM

115V 230V

BRN
YELLOW
WHT
BLK
BLU
ORG
RED

BRN
YELLOW
WHT
BLU
BLK
RED
ORG-INSULATED

CAP

LINE

LINE

CAP

LINE

2X 

88.90

3.50

2X 

203.20

8.00

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K964

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.37

AMPS

3.8/2.0

50HZ60HZ

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R545-V101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ.

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)
3.8/2.0

C

RTD916

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz & 60Hz CURVES BASED ON 230V.

2X, SCREWS

CAP. BOOT
CAP. CLAMP

CAPACITOR TO BE SHIPPED UNATTACHED

RED PLASTIC 
PLUG (INLET) PLUG, (OUTLET)

CSK PLUG

BLUE PLASTIC

CSK PLUG

1.50

38.10

  

  

  5.07

128.66

  

  7.08

179.71

  

2X 

170.18

6.70

.06.

.032 x .250 FEMALE TERMINALS,
#18 AWG. 29.0 

BRN & YEL LEADS (TO CAPACITOR)

GROUND SCREW

1.0 LG.,
2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

4X, 1/4-20

TAPPED HOLES

  

242.13

9.53   



LINE

WIRING DIAGRAM

115V 230V

BRN
YELLOW
WHT
BLK
BLU
ORG
RED

BRN
YELLOW
WHT
BLU
BLK
RED
ORG-INSULATED

CAP

LINE

LINE

CAP

LINE

2X 

88.90

3.50

2X 

203.20

8.00

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K964

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.37

AMPS

3.8/2.0

50HZ60HZ

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R545-V101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ.

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)
3.8/2.0

C

RTD916

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz & 60Hz CURVES BASED ON 230V.

2X, SCREWS

CAP. BOOT
CAP. CLAMP

CAPACITOR TO BE SHIPPED UNATTACHED

RED PLASTIC 
PLUG (INLET) PLUG, (OUTLET)

CSK PLUG

BLUE PLASTIC

CSK PLUG

1.50

38.10

  

  

  5.07

128.66

  

  7.08

179.71

  

2X 

170.18

6.70

.06.

.032 x .250 FEMALE TERMINALS,
#18 AWG. 29.0 

BRN & YEL LEADS (TO CAPACITOR)

GROUND SCREW

1.0 LG.,
2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

4X, 1/4-20

TAPPED HOLES

  

242.13

9.53   



LINE

WIRING DIAGRAM

115V 230V

BRN
YELLOW
WHT
BLK
BLU
ORG
RED

BRN
YELLOW
WHT
BLU
BLK
RED
ORG-INSULATED

CAP

LINE

LINE

CAP

LINE

2X 

88.90

3.50

2X 

203.20

8.00

2X, SCREWS

CAP. BOOT
CAP. CLAMP

CAPACITOR TO BE SHIPPED UNATTACHED

RED PLASTIC 
PLUG (INLET) PLUG, (OUTLET)

CSK PLUG

BLUE PLASTIC

CSK PLUG

1.50

38.10

  

  

  5.07

128.66

  

  7.08

179.71

  

2X 

170.18

6.70

.06.

.032 x .250 FEMALE TERMINALS,
#18 AWG. 29.0 

BRN & YEL LEADS (TO CAPACITOR)

GROUND SCREW

1.0 LG.,
2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

4X, 1/4-20

TAPPED HOLES

  

242.13

9.53   

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K964

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.37

AMPS

3.9/2.0

50HZ60HZ

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R547-V101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ.

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)
4.1/2.1

D

RTD917

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz & 60Hz CURVES BASED ON 230V.



LINE

WIRING DIAGRAM

115V 230V

BRN
YELLOW
WHT
BLK
BLU
ORG
RED

BRN
YELLOW
WHT
BLU
BLK
RED
ORG-INSULATED

CAP

LINE

LINE

CAP

LINE

2X 

88.90

3.50

2X 

203.20

8.00

C

RTD918

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz & 60Hz CURVES BASED ON 230V.

1.50

38.10

  

  

  5.07

128.66

  

  7.08

179.71

  

2X 

170.18

6.70

.06.

.032 x .250 FEMALE TERMINALS,
#18 AWG. 29.0 

BRN & YEL LEADS (TO CAPACITOR)

GROUND SCREW

1.0 LG.,
2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

4X, 1/4-20

TAPPED HOLES

  

242.13

9.53   

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K964

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.37

AMPS

4.4/2.3

50HZ60HZ

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R555-V101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ.

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)
4.1/2.2

RED PLASTIC 
PLUG (INLET) PLUG, (OUTLET)

CSK PLUG

BLUE PLASTIC

CSK PLUG

CAPACITOR TO BE SHIPPED UNATTACHED

CAP. CLAMP
CAP. BOOT

2X, SCREWS



LINE

WIRING DIAGRAM

115V 230V

BRN
YELLOW
WHT
BLK
BLU
ORG
RED

BRN
YELLOW
WHT
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ORG-INSULATED

CAP

LINE

LINE

CAP

LINE

2X 

88.90

3.50

2X 

203.20

8.00

2X, SCREWS

CAP. BOOT
CAP. CLAMP

CAPACITOR TO BE SHIPPED UNATTACHED

1/4 NPT
(OUTLET)

1/4 NPT 
(INLET)

1.50

38.10

  

  

  5.07

128.66

  

  7.08

179.83

  

2X 

170.31

6.71

.06.

.032 x .250 FEMALE TERMINALS,
#18 AWG. 29.0 

BRN & YEL LEADS (TO CAPACITOR)

GROUND SCREW

1.0 LG.,
2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

4X, 1/4-20

TAPPED HOLES

  

242.13

9.53   

B

RTD886A

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz & 60Hz PERFORMANCE CURVES BASED ON 100V.

     OPERATION.

20% - 80%

C  2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.

 5. REDUCED BEARING LIFE FOR 50 PSI OR GREATER CONTINUOUS 

 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.
 4. KIT P/N: K964.

LESS THAN 65 db(A) NOTES:
 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.

+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.37

AMPS

4.5/2.3 3.7/1.8

50HZ.

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R632-101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ.

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)

60HZ
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SDAEL ROTOM ,X5
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1716-629/962 :hP
8828-529/962  :xaF

:REBMUN TRAP

 :NOISIVER

_________________ LEVEL DNUOS

_______________ TNEIBMA LAMRON

_______________ YTIDIMUH EVITALER

___________________ TNEMNORIVNE
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.V511 NO DESAB SEVRUC ECNAMROFREP zH06 & zH05

:SETON
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.ERUSOLCNE NA NI DELLATSNI EB TSUM PMUP SIHT .2 
.YLNO ECNEREFER ROF ERA SNOISNEMID LLA .3 

.469K :N/P TIK .4 
 SUOUNITNOC RETAERG RO ISP 05 ROF EFIL GNIRAEB DECUDER .5 

.NOITAREPO     

)A(bd 56 NAHT SSEL

5+ 04+ - C C
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EERF TSUD NAELC
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WIRING DIAGRAM
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 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K964

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.37

AMPS

5.4/2.9

50HZ60HZ

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R640-101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ.

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)
4.7/2.3

.06.

.032 x .250 FEMALE TERMINALS,
#18 AWG. 29.0 

BRN & YEL LEADS (TO CAPACITOR)

GROUND SCREW

1.0 LG.,
2X, MOTOR LEADS

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

4X, 1/4-20

TAPPED HOLES

  

242.13

9.53   

A

RTD883A

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz & 60Hz PERFORMANCE CURVES BASED ON 115V.

CAPACITOR TO BE SHIPPED UNATTACHED

1/4 NPT
(OUTLET)

1/4 NPT 
(INLET)

1.50

38.10

  

  

  5.07

128.66

  

  7.08

179.83

  

2X 

170.31

6.71
2X, SCREWS

CAP. BOOT
CAP. CLAMP
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WIRING DIAGRAM

115V 230V
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BLU
ORG
RED

BRN
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WHT
BLU
BLK
RED
ORG-NOT USED

CAP

LINE

LINE

CAP

LINE

2X 

203.20

8.00

2X 

88.90

3.50

2X, SCREWS

CAPACITOR TO BE SHIPPED UNATTACHED

GROUND SCREW

#18 AWG. 29.0 1.0 LG.,

.06.

2X, MOTOR LEADS

BRN & YEL LEADS (TO CAPACITOR)
.032 x .250 FEMALE TERMINALS,

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

4X, 1/4-20

TAPPED HOLES

  

242.13

9.53   

CAP. CLAMP

1/4 NPT
(OUTLET)

1/4 NPT 
(INLET)

CAP. BOOT

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K965

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.37

AMPS

6.6/3.3

50HZ60HZ

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R642-103R-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ.

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)
5.7/2.8

A

RTD900

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz CURVES BASED ON 230V.
60Hz CURVES BASED ON 115V.

179.83

7.08   

  

128.66

  

1.50   

38.10

5.07   

  

2X 

170.31

6.71
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WIRING DIAGRAM

115V 230V
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BRN
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RED
ORG-NOT USED

CAP

LINE

LINE

CAP

LINE

2X 

203.20

8.00

2X 

88.90

3.50

CAPACITOR TO BE SHIPPED UNATTACHED

CAP. CLAMP
CAP. BOOT

A

RTD887A

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

60Hz PERFORMANCE CURVES BASED ON 115V.
50Hz PERFORMANCE CURVES BASED ON 230V.

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K964.

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.37

AMPS

5.4/2.7 4.6/2.3

50HZ.

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R645-101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ.

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)

60HZ

GROUND SCREW

#18 AWG. 29.0 1.0 LG.,

.06.

2X, MOTOR LEADS

BRN & YEL LEADS (TO CAPACITOR)
.032 x .250 FEMALE TERMINALS,

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

4X, 1/4-20

TAPPED HOLES

  

242.13

9.53   

179.83

7.08   

  

128.66

  

1.50   

38.10

5.07   

  

2X 

170.31

6.71

1/4 NPT
(OUTLET)

1/4 NPT 
(INLET)

2X, SCREWS



LINE

WIRING DIAGRAM

115V 230V

BRN
YELLOW
WHT
BLK
BLU
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RED

BRN
YELLOW
WHT
BLU
BLK
RED
ORG-NOT USED

CAP

LINE

LINE

CAP

LINE

2X 

203.20

8.00

2X 

88.90

3.50

A

RTD874A

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

50Hz CURVES BASED ON 230V.
60Hz CURVES BASED ON 115V.

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
NOTES:

20% - 80%
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

 4. KIT P/N: K964.

LESS THAN 65 db(A)

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.37

AMPS

6.5/3.2 5.6/2.8

50HZ.

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R647-101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ.

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)

60HZ

GROUND SCREW

#18 AWG. 29.0 1.0 LG.,

.06.

2X, MOTOR LEADS

BRN & YEL LEADS (TO CAPACITOR)
.032 x .250 FEMALE TERMINALS,

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

4X, 1/4-20

TAPPED HOLES

  

242.13

9.53   

CAP. BOOT

2X, SCREWS

1/4 NPT
(OUTLET)

1/4 NPT 
(INLET)

CAPACITOR TO BE SHIPPED UNATTACHED

179.83

7.08   

  

128.66

  

1.50   

38.10

5.07   

  

2X 

170.31

6.71

CAP. CLAMP
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.ECITON TUOHTIW EGNAHC OT TCEJBUS ATAD LACINHCET .1 
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WIRING DIAGRAM

115V 230V

BRN
YELLOW
WHT
BLK
BLU
ORG
RED

BRN
YELLOW
WHT
BLU
BLK
RED
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CAP

LINE

LINE

CAP
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2X 

203.20

8.00

2X 

88.90

3.50

GROUND SCREW

FEMALE TERMINALS2X, 

TO CAPACITOR.

.06.

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

4X, 1/4-20

TAPPED HOLES

  

242.13

9.53   

RTD889A

A

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

60Hz PERFORMANCE CURVES BASED ON 115V.
50Hz PERFORMANCE CURVES BASED ON 230V.

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.

 4. KIT P/N: K964.

LESS THAN 65 db(A)
 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.

20% - 80%

 5. ONE HEAD IS PRESSURE/ONE HEAD IS VACUUM.

 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

NOTES:

+5 C - +40

CLEAN DUST FREE

AMPS

PRODUCT DIMENSIONS:

370308.619.14.3/2.4 4.2/2.1

50HZ.

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R732-101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ.

PART NUMBER:

REVISION: 

Post Office Box 97

VOLT

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

Ph: 269/926-6171

mfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2 0.37

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)

60HZ

38.10

1.50   

  5.07  

128.66

  7.08  

179.83

  

2X 

170.31

6.71

(OUTLET)
1/4 NPT 

VACUUM SIDE

1/4 NPT
(INLET)

1/4 NPT 
(OUTLET)

1/4 NPT
(INLET)

PRESSURE SIDE

CAPACITOR TO BE SHIPPED UNATTACHED

CAP. CLAMP
CAP. BOOT

2X, SCREWS
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2X 
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3.50

GROUND SCREW

FEMALE TERMINALS2X, 

TO CAPACITOR.

.06.

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

4X, 1/4-20

TAPPED HOLES

  

242.13

9.53   

38.10

1.50   

  5.07  

128.66

  7.08  

179.83

  

2X 

170.31

6.71

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.

 4. KIT P/N: K964.

LESS THAN 65 db(A)
 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.

20% - 80%

 5. ONE HEAD IS PRESSURE/ONE HEAD IS VACUUM.

 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

C

NOTES:

+5 C - +40

CLEAN DUST FREE

AMPS

PRODUCT DIMENSIONS:

370308.619.14.9/2.6 6.2/3.4

50HZ.

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R740-101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ.

PART NUMBER:

REVISION: 

Post Office Box 97

VOLT

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

Ph: 269/926-6171

mfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2 0.37

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)

60HZ

RTD890A

B

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

60 Hz PERFORMANCE CURVES BASED ON 115V.
50 Hz PERFORMANCE CURVES BASED ON 110V.

(OUTLET)
1/4 NPT 

VACUUM SIDE

1/4 NPT
(INLET)

1/4 NPT 
(OUTLET)

1/4 NPT
(INLET)

PRESSURE SIDE

CAPACITOR TO BE SHIPPED UNATTACHED

CAP. CLAMP
CAP. BOOT

2X, SCREWS



LINE

WIRING DIAGRAM

115V 230V

BRN
YELLOW
WHT
BLK
BLU
ORG
RED

BRN
YELLOW
WHT
BLU
BLK
RED
ORG-INSULATED

CAP

LINE

LINE

CAP

LINE

2X 

88.90

3.50

2X 

203.20

8.00

RTD891A

CAPACITOR MOUNTING KIT
TO BE SHIPPED UNATTACHED.

B

2X, SCREWS

CAP. BOOT
CAP. CLAMP

CAPACITOR TO BE SHIPPED UNATTACHED

(OUTLET)
1/4 NPT (OUTLET)

1/4 NPT 

1/4 NPT
(INLET)

1/4 NPT
(INLET)

1.50

38.10

  

  

  5.07

128.66

  

  7.08

179.83

  

2X 

170.31

6.71

.06.

TO CAPACITOR.

GROUND SCREW

FEMALE TERMINALS2X, 

5X, MOTOR LEADS
#18 AWG. 29.0 1.0 LG.,
STRIPPED .374 

4X, 1/4-20

TAPPED HOLES

  

242.13

9.53   

 4. KIT P/N: K964.

LESS THAN 65 db(A)

 5. ONE HEAD IS PRESSURE/ONE HEAD IS VACUUM.

 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
C

20% - 80%

 2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.
 3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

NOTES:

+5 C - +40

CLEAN DUST FREE

PRODUCT DIMENSIONS:

370308.619.10.37

AMPS

4.7/2.6 6.2/3.5

50HZ.

Fax:  269/925-8288

GAST/GAST/GAST/GAST/

RPM
HP kW lbs. kg

PRODUCT SPECIFICATIONS

87R745-101-N470X

MODEL NO. MOTOR
60HZ

NET WT.
50HZ.

PART NUMBER:

Ph: 269/926-6171 REVISION: 

Post Office Box 97

ENVIRONMENT ___________________

PRODUCT PERFORMANCE:

VOLTmfd.
CAPACITOR

Benton Harbor, Michigan   49022  U.S.A.

RELATIVE HUMIDITY _______________

110-120/220-240 (50Hz)
1725 1425 1/2

GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation

SOUND LEVEL _________________

NORMAL AMBIENT _______________

115-120/230-240 (6OHz)

60HZ
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